MATERIAL SAFETY DATA SHEET
PENNZOIL® POWER STEERING FLUID

I. PRODUCT AND COMPANY IDENTIFICATION MSDS Number; 1018
Vervion Date: (/28003

Product Name; PENNZOILE POWER STEERING FLUID

Product Use: Power steering fluid

Synonyms: B515

Company Information Phone Numbers
S0OPUS Products Medical Emergency: 1-804-546.6040
P.O. Box 4427 Transportation Emergency {(US4): 1-R080-424-9300)
Houston, TA 77210-4427 Transportation fmergency (International);
USA 1-T03-527-3887 (Call Collect)

MSD5S Assistance: 1-800-546-6227

Fax On Demandd: 1-800-546.A227
Technleal Assistancer |-800.438 44908
Customer Service: 1-RO-468-8397

Fax Number: 713-217-3181

Internet Address: www. MSD3,PZLQS.com

LCOMFONENT INFORMATION

Comp onent CAS No, Weight Percent | Hazardous
Ranpe in Blend
REFINED PETROLEUM DILS MIXTURE = 05 Mo
VISCOSITY INDEX IMPROVER | MIXTURE | = 10 No
DYE MIXTURE 1 Mo
ANTIFOAM ADDITIVE I MIXTURE | = | Mo

Under normal conditions of use or in a foreseeable emergency, this product docs not meel the definitiun of’

# hazardous chemical when cvaluated according to the OSHA Hazard Communication Swndard, 2% CFR
19101200,

(ther: Mo information availablc

LHAZARDS [DENTIFTCATION

Emergency and Hazards Overview
CAUTION: Containg Petroleum Lubricant. Repeated skin contact ¢an cause skin disorders.

NFPA Ratings:  Heallh ! Flammability I Reartvity 0

Primary Route of Exposure:  Skin X Inhalation -~ Eye -
Health Effect Information
Eve Contact: This procuct is practivally nen-imitating to the eyes upon ditect contact. Based on testing
of similar products and/or components,

Skin Cantaci: Avoid skin contact. This produce may cause slight skin irritation npon direct contact.
Based on testing of similar produits and/ur components. Proionged or repeated contact may resah
it comtact dermatitis which is characterized by dryness, chapping, and reddening. Prolonged or
repeated conlact may result in oif acne which is characterized by blackheads with possible
secondary infection. See Section 11 - Toxicelogical Information,
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Inhalation: This product has a low vapor pressure and is not expected to present an inhatation hazard al
atnbient conditions. Caution should be taken to prevent acrosolizution or misting of this product.
On rare oceasions, prolonged and repeated cxposure to uil mist poses a risk of pulmonary disease

such us chronic tuny inflammation. Signs of respiratory effects vary with concentration and length

of exposure and include nasal discharge, sore throat, coughing, bronchitis, pulmenary edema and
difficulty breathing, Shortness of breath and cough arc the mast common symptoms.

Ingestion: Do not ingesL. This product is relatively nun-toxic by ingestion. This product has laxative
properties and may result in abdominal cramps and diarrhes. Exposure to 4 large single dose, or
repeated smaller doses, may lead 1o lung aspiration, which can lead to tipid pnecumenia or chronic
lung inflammation. These are lowegrade, chronic localized tissue reactions. See Section 11 -
Toxicological Information,

Medical Conditiuns Aggravated by Exposure: Drying and chapping may make the skin more suaeeptible
to other irritants, sensitizers and disease.

Other:No information available.

4. FIRST AID INFORMATION

Eye Contact: Immediately flush eyes with large amounts of water and continue flushing until irritation
subsides, [f material is hot, treat for thermal bums and seek immediate medical attention.

Skin Contact: No treatment is necessary under ordinary circumstances, Remove contaminated clothing.
Wash contaminated area thoroughly with soap and water. If redness or irritation oceurs and
petsists, suek medical attention, 1f material is hot, submerge injured arca in cold water, If victim is
severely burned, remove to a hospital immediately.

Inhalation; This material has a low vapor pressure and is not expected (0 present an inhalation exposire at
ambient conditions.

Ingestion: Do nat induce vomiting. No treatment is necessary under ordinary circumatances. 1f viotim
exhibits signs of lung aspiration such as coughing or choking, seek immediate medical assistance.

Notes to Physician: No information availabia

Other: Mo information available.

5. FIRE AND EXPLGOSION INFORMATION

Flammable Properties
Flash Point: 350 F, 176.7 C Test Methad: ASTM D-92 (C.O.C.)
Flammable Limits in Air
Upper Pereent: No data available
Lower Percent: No data available
Autoignition Temperatare: No data availabic Test Method: No informatinn available

NFPA Classification: Class 111-B combustible liquid
Extinguishing Media: Use dry chemical, foam, or carbon dioxide,

Fire Fighting Measures
Special Fire Fighting Procedures and Equipment: Water may he ineffective but can be wsed to cool
containers exposed 1o heat or flame to prevent vapor pressure buildup and posdible container
rupture. Caution should be exercised when using water or foumn as frothing may occur, gspecially
if sprayed into containers of hot, burning liquid.
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Unesugl Fire and Explosion Conditiens: Dense smaoke tnay be generated while burning, Carbon
monoxide, carbor dioxide, and ather oxides may be genernled as produsts of combastion,

Hazsrdous Cambustivn Gy-Produets: None

{ther: No information avatlabls,

6. ACCIDENTAL RELEASE MEASURES

Personnel Safegnards: Consult Health Effect [nformation in Scetion 3, Personal Protection Intormation in
Section 8, ¥ire and Explosion Inforptation in Section 5, and Stability and Reactivity laformation
in Section 14,

Reguiatory Notifleations: Natify appropriate aathorities ol spill,

Cuontainment and Clean up: Contain spill imnrediately. Do not ailow spilite enter sewers or
watercourses, Absorb with appropriate inert material such 28 sand, clay, etc. Large spills may be
picked up usmg vacuwm purps. shovels, buckets, or other means and placed in drums or other

suitable containers,

Other: No information availabie.

7. HANDLING AND STORAGE INFORMATION

Handling: Fire eitizipuishers should be kapt reddily available. See NFPA 30 and OSHA 1918.106--
Flernmable and Cambustiblé Liguids.

Storage: Do notiransfer to-unmarked comainers; Store in closcd containers away from heat, sparks, open
flarie, or oxidizing materials,

Empty Container Warnings
Drums: Empry druris shoald be complete iy drained, proporly bunged and pramptly reumed o a drom
reconditioner, or properly disposed. Empty containers retain product residuc and can be
dangerons.
Plastle: No information available

QOther: No information avatlable.

8. EXPOSURE CONTROLS / PERSONAL PROTECTION INFORMATION

Exposare Limits and Guidelines
This product dogs not contain any components with OSHA or ACGLH exposure limits.

Personal Protective Eguipment
Eve/Face Protectivn: Eve protection is not required under conditions of normal use. 1f material in
handled such that it conld be splashed into eyes, wear plastic face shield or splash-proof safety

gogoles,

Skin Protection: No skin protection is requited for single, short duration ¢xposures. For prolonged or
repeated exposures, use imperyious clothing (boots, gloves. aprons, erc.) aver purts of the body
subject to exposure, [f handling hot material, use insulated protective clothing (boots, gloves,
aprons, ete.), Launder soiled ¢lothes, Properly dispose of comtaminated leather articles including
shoies, which cannot he decontaminated.
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Respiratory Protection: Respiratory protection is not required under conditions ol notmal use. 1f vapor
or mist is genecated when the material is heated or handled, use an arganie vapot respirator with a
dust and mist filter. All respirators must be NIOSH certified. Do not use compressed oxygen in
hydrocarbon atmospheres.

Personal Hygiene: Consumption of foed and beverage should be avoided in work areas where
hydrocarbons are present. Always wash hands and face with soap and warer before eating,
drinking, or smoking,

Engineering Contrels / Work Practices
Ventilation: {f vapor or mist is genersted when the material is heated or hundled, adequate ventilation in
accordance with good engineering practice must be provided to maintain concentrations below the
spevified exposure or flunmable limits,

Other: The OSHA permissible cxposure limit (PEL) and ACGIH threshold limit value (TLV) for oil mist
is 5 mg/m3, The ACGIH short-term cxposure limit (STEL) for oil mist iy |0 mg/m3.

9. PHYBICAL AND CHEMICAL PROPERTIES

Appeerance: Bluc

Qdor: Bland Yapor Pressure: < | mm Hg @ 6& F

Physical state: Liguid Vapor Density (airel); = ]

pH: No data available Percent Volatile by Volume: No data available

Bofllng Polnt: > 550 F, 2878 C Yolatile Organic Content: No dats available

Melting Point: No data available ‘ Molecular Weight: No data available

Specific Gravity: 0.87 - {58 Average Carbon Number: No data available

Powr Point; -35F,-37.2 C Viscosgity [@ 100 F: No data available
Viscosity (@ 40 C: Mo data available

Solubility in Water: Insoluble in water, soluble in hydrocarbons

Octanol / Water Coefficient: Log K, = Mo data available

10, STABILITY AND REACTIVITY INFORMATION

Chemicul Stability: Stable

Conditions te Aveid: High heat and apen flames.

Incompatible Matertals to Avoid: May react with strong oxidizing agents,

Other: No information avatiahte,

13, TOXICOELOGICAL INFORMATION
Primary Eye Irrvitstipn: Mo information available
Primary Skin Irritaton: Wo informatdoen available
Acute Dermal Toxicity: No informarion available
Submcute Dermal Toxicity: No information available

Dermal Sensitization: Mo infornation available
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Inhalatlon Texicity: Mo information available

Inhalation Sensitization: Mo information available

Orzi Toxjeity: No information avaiiable

Mutsgenicity: Mo information available

Carcinogenieity: The International Agency for Rescarch on Cancer {IARC) has concluded that highly
refined mineral-ails are Group 3 substances, "not classifiable a3 to their carcinogenicity to
hurmans,” based on inadequate hyman and inadequate animal cvidence.

Reproductlve and Developmental Toxicity: No information available

‘Feratogenicity: No information available

|mmunotexicity: No information available

Neurotoxicity: No information available

Other: No information avatlable.

12, ECOLOGICAL INFORMATION

Aquatic Toxicity: No information available

Terrestrial Foxicity: No information availahle
Chemical Fate and Transport: Mo informatien available

Oiher:No information available,

15 DISPOSAL INFORMATION

Regulatory Information: All disposals must comply with federal, state, and local regulations. The
material, if spilled or discarded, may be a regutated waste. Refer to state and local regulations.
Cantion! If regulated solvents are uged to clean up spilled material, the resulting waste mixture
triay be regulated, Deparitent of Transportation {DOT) reguiations may apply for transparting
this material whon spilled.

Waste Disposal Metthods: Waste material may be tandfitled or incinerated at an approved facility.
Materialz should be recycled if possible,

Other: Mo information available.

14, TRANSPFORTATION INFORMATION

LS. Department of Transparigtion (DOT)
Highway / Rail (Bulk): Not Regulated
Highway / Rail (Non-Bulk): Not Eegulated

For US shipments, US DOT luw requires the shipper to determine the proper shipping description
of the material that is being shipped. The shipping information and description contnined in this
section may nat be switable for all shipments of this material, but may help the shipper determine
the proper shipping deseription for a particu®ar shipment.
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Internativnal Information
Vegsel: IMDG Regulated: — IMDG Not Regulated: X
Ajr; ICAO Regulated: ~  TCAOQ Not Regulated: X

Other: Mo information available

15. Regulatory Information

Reowlatory Listy Senrched: The components listed In Section 2 of this MSDS were compared to
substances that appear on the following regulatory lists. Each list is numerically identified. See
Regulatory Search Results below.

Health & Safety: 10 - IARC carcinogen, 11 - NTP carcinogen, L2 - OSHA carcinogen, 15 - ACGIH TLV,
16 - OSHA PEL, 17 - NIOSH exposare limit, 20 - US DOT Appendix A, Hazardous substances, 22 « FDA
21 CFR. Total food additives, 23 - NFPA 49 or 325

Envirenmental: 30 - CAA 1990 Hazardous air pollutants, 31 - CAA Ozone depletors, 33 - CAA HON
rule, 34 - CAA Toxic substance for seeidental release prevention, 35 - CAA Volatile organic compounds
(VOC's) in BOCML 41 - CERCLA / SARA Section 302 extremely hazardous substances, 42 - CERCLA /
SARA Secctibn 313 emissions reporting, 43 - CWA Hazardous substances, 44 - CWA Priority pollutants, 45
- CWA Toxic pollutants, 46 - EPA Proposed test rule for hazardous air pollutants, 47 - RCRA Basis for
listing - Appendix V1, 48 - RCRA waste, 49 - SDWA, - (3MCLs

luternationai: 5(t- Canada - WHMIS Classification of substance, 54 - Mexico - Drinking water -
ecological eritera, 55 - Mexico - Wastewater discharges, 56 - US “TSCA Section {12)(b) - export
notification ‘

State Lists: 60 - CA - Proposition 65, 61 - FL - Substances, 62 - MI - Critical materials, 63 - MA - RTE,
64 - M A - Extraordinarily hazardous substunces, 65 - MN - Hazardous substances, 66 - PA - RTK, 67 - NJ
- RTK, 65 - NI - Environmental hazardous substances, 69 - NJ - Special hazardous aubstances

Inventories: 80 - Canada - Domestic substances , 81 - European - EINECS, #2 - Japan - ENCS, 83 - Korea
- Existing and e¢valuated chemical substances, 84 - US - TRCA |, 85 - China Inventory

E arch ;
No components appear on any of the regulatory lists searched.

U.5. TSLA Inventory: All components of this material are on the US TSCA Inventory.

SARA Section 313: Consurmner products are not regulated under SARA, Title 111, Section 313,

TIARC: No information available

SARA 311 /312 Categories
Acute: .- Chronfe: -~ Fire: - Pressure: - HReactve: —

Not Regulated: .S

Canadian WHM]IS Classification
Not a controlled substance under WHMIS

European Unfon Classification
Harard Symbeols:
Mo clagsification recommended
Risk Phrases:
Mo clasgification recommended
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Safety Phrases:
Mo clasaitication recommended

Orther: No information available

16. OTHER INFORMATION

Health and Environmental Label Language
Back Label (updated 2-2003):

CAUTION: May causc skin and eye irritation. PRECAUTIONARY MEASURES: Avoid
protonged or repeared contact with eyes, skin or ¢lothing, Wash skin with soap and water afier

bandling.
KEEP QUT OF REACH OF CHILDREN,

MS5SDS Revisions
Previpus Versivn Date: 06/22/00

Previous Version Information
Section | - Product and Company Iatormation
Scction 2 - Component Information

Other
No information available

Prepared By:
S0OPUS Products
P.O. Box 4427
Houseon, TX 77210-4427 USA

Disclaimer of Warranty: The information containgd herein is based upon data and infarmation available
to us, and reflects our bes: profesaional judgment. This product may he fonmulated in part with
components purchased from other companies. 1n many instapces, especially when proprictary or
trade secret materials are usad, SOPUS Products must rely upon the hazard evaluation of such
components submitted by that product’s manafacturer or imporier. No warraney of
marchantabitizy, fitnsas for any use, or any other warranty is expressad or implicd regarding the
accuracy of such data or informatiot. the results to be obtained from the use thereof, or that any
such use da not infringe any patent. Since the information contained herein may be applied under
eanditions of usc beyond our zontrel and with which we may be unfamiliar, we do nel assume
responaibility for the reaulis of such application. This information is furnished upon the condition
that this person receiving it shall make his own detertnination of the mitability of the material for
his particular use,
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